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Introduction 
Colorado on-Road RC Club is proud to announce the Mile High Indoor Championships (MHIC) 2013. MHIC will be hosted at 5280 

Raceway located outside of Denver in Lakewood, Colorado. 5280 Raceway hosts a racing surface 96 feet wide by 42 feet across. 

The racing surface is CRC HD carpet and is supported by a custom built wood subfloor and features CRC click track at the barrier 

system. The lighting in this facility is second to none and boasts one of the brightest indoor tracks in the world. 5280 Raceway also 

features an exclusive custom built lap and racing scoreboard that displays all of the racing action in real time. We have one of the 

clearest and highest definition racing broadcasts in the world via the LiveRC interface (www.liverc.com). This interface brings the 

racing at 5280 Raceway into your home and on your mobile device anywhere you go? We look forward to seeing everyone April 12-

14, 2013 for the Mile High Indoor Championships.  

Class Rules 
1/10th Scale Sedan  

17.5 Stock Sedan 

Weight: 1375 grams 

Tire: Handout Jaco Blue (must be purchased at the track during the event) 

Traction allowed: SXT 3.0 

Minimum Ride Height: 5mm 

Wing Height: Below Roof line 

Motors: ROAR approved 17.5 motors 

http://www.roarracing.org/?page_id=251  

Speed Controls: ROAR approved “non timing” speed controls 

http://www.roarracing.com/?page_id=737 

Battery and voltage: ROAR approved 2S Hard LiPO batteries with a Max voltage of 8.40 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

13.5 Super Stock Sedan 

Weight: 1375 grams 

Tire: Handout Jaco Blue (must be purchased at the track during the event) 

Traction allowed: SXT 3.0 

Minimum Ride Height: 5mm 

Wing Height: Below Roof line 

Motors: ROAR approved 13.5 motors 

http://www.roarracing.org/?page_id=251  

http://www.roarracing.org/?page_id=251
http://www.roarracing.com/?page_id=737
http://www.roarracing.org/?page_id=259
http://www.roarracing.org/?page_id=251


Speed Controls: ROAR approved “non timing” speed controls 

http://www.roarracing.com/?page_id=737 

Battery and voltage: ROAR approved 2S Hard LiPO batteries with a Max voltage of 8.40 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

Modified Sedan 

Weight: 1375 grams 

Tire: Handout Jaco Blue (must be purchased at the track during the event) 

Traction allowed: SXT 3.0 

Wing Height: Below Roof line 

Minimum Ride Height: 5mm 

Battery and voltage: ROAR approved 2S Hard LiPO batteries with a Max voltage of 8.40 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

1/12th Scale Pan Car  

17.5 1/12th Scale Stock 

Weight: 730 grams 

Tire: open 

Traction allowed: SXT 3.0 

Minimum Ride Height: 3mm 

Motors: ROAR approved 17.5 motors 

http://www.roarracing.org/?page_id=251  

Speed Controls: ROAR approved “non timing” speed controls 

http://www.roarracing.com/?page_id=737 

Battery and voltage: ROAR approved 1S Hard LiPO batteries with a Max voltage of 4.20 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

13.5 1/12th Scale Super Stock 

Weight: 730 grams 

Tire: open 

Traction allowed: SXT 3.0 

http://www.roarracing.com/?page_id=737
http://www.roarracing.org/?page_id=259
http://www.roarracing.org/?page_id=259
http://www.roarracing.org/?page_id=251
http://www.roarracing.com/?page_id=737
http://www.roarracing.org/?page_id=259


Minimum Ride Height: 3mm 

Motors: ROAR approved 13.5 motors 

http://www.roarracing.org/?page_id=251  

Speed Controls: ROAR approved “non timing” speed controls 

http://www.roarracing.com/?page_id=737 

Battery and voltage: ROAR approved 1S Hard LiPO batteries with a Max voltage of 4.20 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

1/12th scale Modified 

Weight: 730 grams 

Tire: open 

Traction allowed: SXT 3.0 

Minimum Ride Height: 3mm 

Battery and voltage: ROAR approved 1S Hard LiPO batteries with a Max voltage of 4.20 

http://www.roarracing.org/?page_id=259  

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

1/10th Scale Pan Car WGT 

13.5 WGT 

Weight: 930 grams 

Tire: CRC WGT Spec Tire 

Traction allowed: SXT 3.0 

Minimum Ride Height: 4mm 

Wing Height: Below Roof line 

Motors: ROAR approved 13.5 motors 

http://www.roarracing.org/?page_id=251  

Speed Controls: ROAR approved “non timing” speed controls 

http://www.roarracing.com/?page_id=737 

Battery and voltage: ROAR approved 1S Hard LiPO batteries with a Max voltage of 4.20 

http://www.roarracing.org/?page_id=259  

http://www.roarracing.org/?page_id=251
http://www.roarracing.com/?page_id=737
http://www.roarracing.org/?page_id=259
http://www.roarracing.org/?page_id=259
http://www.roarracing.org/?page_id=251
http://www.roarracing.com/?page_id=737
http://www.roarracing.org/?page_id=259


Tech Rules 
Each time you come to pre-tech the following items will be checked:  

 Car Weight 

 Ride Height 

 Tires (for spec tire classes) 

 Wing Height 

 Battery Voltage 

 Battery Temperature 

 Speed Control non-timing blink (for the non-timing classes) 

Top three drivers from each race will go back through post tech every race 

LiPO Charging  
LIPO Charging and heating: 

All LiPOs must be charged in an approved LiPO sack. If you are caught charging outside of a 

LiPO sack then you will be warned the first time. The second time you will be asked to leave for 

the day. The third time you will be removed from the race. If you are caught violating these rules 

you cannot request a refund of any of the racing fees.  

No external Heating of LiPO batteries will be permitted. Batteries should come to tech at or 

below ambient room temperature.  

Maximum voltage will be 8.40v for 2S and 4.20v for 1S classes 

Marshaling 
Marshaling and rough driving:  

Once the race is over please place the car on the provided table and then proceed to your 

marshaling position for the next race. You will be required to either marshal or find someone to 

marshal for you after every race that you are entered in. Even if you do not run in that race, but 

you are entered we will need you to marshal. Each person will be assigned to a marshal spot 

based on their assigned car number. If you do not marshal you will be warned once then if you 

or your substitute does not marshal your last round will be thrown out. Please make this easy 

and help all of your fellow racers have a great weekend of racing.  

Rough driving will not be tolerated! Let’s keep the racing clean and fun and if rough driving is 

found you may be required to do a stop and go by the announcer or race director. It is important 



to be a courteous driver, if you take someone out then please stop and wait outside the line of 

traffic until the car you affected gets by. Use some common sense and have fun. 

Traction 
Traction Compound:  

SXT V3 is the only approved traction compound for the race. It will be available at the race for 

purchase.  

Spec Tires 
Spec Tires:  

WGT will be CRC WGT Spec tires and will need to be purchased at the race 

 Maximum of three sets of racing tires for Qualifying; one additional set allowed 

for drivers making the A main 

Jaco Blue Rubber tires will need to be purchased at the race for all rubber tire classes 

 Maximum of three sets of racing tires for Qualifying; one additional set allowed 

for drivers making the A main 

 It is OK to mix tires per class to make complete sets but you cannot use 17.5 

tires in 13.5 as an example 

Racing 
Each class will run four qualifiers and individual best qualifying result of laps and time will seed 

the main events. All classes will seed a maximum of 10 racers in any main.  

Based on entries some classes may or may not run Triple A Mains…this will be up to the race director and based on entries and 

other factors. This information will be provided before qualifying.  

Memberships and Fees 
 ROAR or CORRC membership not required to participate in this race 

 MHIC 2013 signup will open starting at 7:00PM MST on January 15, 2013 

 Entries may be limited  

To sign up for the race please go to  www.milehighindoorchamps.com  

http://www.milehighindoorchamps.com/


Layout 
The racing layout will be selected by the race committee and will be put down on the Thursday 

prior to the start of the MHIC 2013. Racers will be permitted to race in the club race prior to the 

event, but entries to the club race may be limited.   

Please check out www.5280raceway.com or www.milehighindoorchamps.com for more 

information 

 

 

 

 

http://www.5280raceway.com/
http://www.milehighindoorchamps.com/

