
Thank you for your purchase of the Dumper!

In this small compact design you’ll be able to:
1) Discharge up to 45 Amps**
2) Select a voltage cut off to stop the discharge cycle
3) Monitor the voltage and discharge Amps in real time.
4) Monitor elapsed time of the discharge
5) Monitor the milliamp hours from the battery
6) See the time the battery crossed 4 Volts ( 1 Cell) 8 Volts (2 Cell)
7) View the discharge voltage at 30 second “snap shots” 

The Dumper requires a 12-15 Volt external power supply for operation.

Use CAUTION when connecting power and battery as there is no reverse polarity 
protection. Connecting either the power supply or battery backwards will cause damage 
to the unit. Reverse polarity damage is not covered under warranty.

The Dumper can discharge batteries up to 8.4V. Please use CAUTION when 
discharging. Make sure you don’t exceed the C rating of the pack or damage to the 
battery and/or fire could result. If you’re unsure check with the battery manufacturer for 
the safe maximum discharge Amps. Never discharge a battery unattended, and make 
sure you use a Lipo sack or other safety equipment. REMEMBER batteries are not toys 
and hold a great deal of energy, misuse can cause personal and property damage. 
Please refer to the Battery Care Sheet Enclosed.

The Dumper's Modes are controlled via two pushbuttons. These buttons function 
differently from Mode to Mode. The Pushbutton functions are highlighted in black. To 
exit any Mode push both pushbuttons at the same time. Please refer to the program 
flowsheet for details.

The Dumper’s going to dissipate a lot of heat so make sure there's plenty of ventilation 
around, at least 6 inches on either side. When discharging multiple battery packs, 
please allow the Dumper to cool completely before starting the next pack.

We hope you enjoy your new Dumper!

** 45 Amps under 5 Volts 35 Amps over 6 Volts


