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CLASS WEIGHT WHEELBASE CHASSIS TIRE DIAMETER MOTOR BATTERY BODY
(minimum) (max/min) (max/min) (front/rear min) (maximum) (maximum)

Bracket Any Any Any Any Any Any Any

2.0/2.5 Index Any Any Any Any Any Any Any

Super Gas
Brushed 36 oz 11"/8" 18.5"/6" 2"/2" Any Ferrite 6 cell NiCad/NiMH Any full body coupe, roadster, sedan, or sports car body allowed. Must have either a 

pro-style hood scoop or blower and hat. Rear spoilers and wings allowed for 
roadsters but no higher than 5" from the ground to the top of wing. All full bodied cars 
will not have a spoiler any higher than the roof line of the vehicle.

Brushless 36 oz 11"/8" 18.5"/6" 2"/2" Any     or 2s Lipo 5000mah

Electric Alcohol Funny Car 38 oz 14" 1.5"/2" Any 2s Lipo 5000mah Any 1/10-scale funny car style body. Rear spoilers are allowed with no size limit and 
may be attached to the rear trunk area. No elevated wings allowed.

Electric Alcohol Dragster 42 oz 30" .375"/2" Any 2s Lipo 5000mah Any 1/10-scale Dragster style body. 10" maximum wing height measured from the 
highest point on the wing, including side dams.

Electric Pro Mod 40 oz 12"/8.5" 19"/none 1.5"/2" Any 3s Lipo or 10 cell NiCad/NiMh Only car and truck bodies allowed. Rear spoilers are allowed up to 2.5" in length with 
side dams up to 1" in height. Spoilers may be attached to the rear trunk lid area. Note: 
All full bodied cars will not have a spoiler any higher than the roof line of the vehicle. 
Must have hood scoop or blower & injector hat assembly.

Electric Funny Car 40 oz 14"/12" 22"/none 1.5"/2" Any 3s Lipo or 10 cell NiCad/NiMh Any 1/10-scaled marketed body allowed. Body must retain features and shape of 
original full sized car. Body can be sectioned, sliced or wedged to keep up with 
current Funny Car technologies. Rear spoilers re allowed with no size limit and may 
be atached to the rear trunk area. No elevated wings allowed.

Electric Top Fuel Dragster 40 oz 30" 31"/none .375"/2" Any 3s Lipo or 10 cell NiCad/NiMh Any 1/10-scaled Dragster body allowed. Body must be scaled in appearance. 10" 
maximum wing height mearsured from the highest point on the wing, including side 
dams.

Nitro Pro Stock 36 oz 11"/8" 18.5"/none 2"/2" .12 or .15 sb Any 1/10-scaled door slammer body allowed. Must have pro style hood scoop.
40 oz 11"/8" 18.5"/none 2"/2" .18 w/ side exhaust

Nitro Alcohol Funny Car 34 oz 14" 22"/none 1.5"/2" .12, .15, or .18 Any 1/10-scaled funny car style body. Rear spoilers are allowed with no size limit and 
may be attached to the rear trunk area. No elevated wings allowed.

Nitro Alcohol Dragster 38 oz 30" 36"/none .375"/2" .12, .15, or .18 Any 1/10-scaled Dragster style. 10" maximum wing height measured from the highest 
point on the wing, including side dams.

Nitro Pro Mod 40 oz 12"/8.5" 19"/none 1.5"/2" Up to .21 Only car and truck bodies allowed. Rear spoilers are allowed up to 2.5" in length with 
side dams up to 1" in height. Spoilers may be attached to the rear trunk lid area. Note: 
All full bodied cars will not have a spoiler any higher than the roof line of the vehicle. 
Must have hood scoop or blower & injector hat assembly.

Nitro Funny Car 40 oz 14"/12" 22"/none 1.5"/2" Up to .21 Any 1/10-scaled marketed body allowed. Body must retain features and shape of 
original full sized car. Body can be sectioned, sliced or wedged to keep up with 
current Funny Car technologies. Rear spoilers are allowed with no size limit and may 
be attached to the rear trunk area. No elevated wings allowed.

Nitro Top Fuel Dragster 38 oz 30"/15" 36"/none .375"/2" Up to .21 Any 1/10-scaled Dragster style. 10" maximum wing height measured from the highest 
point on the wing, including side dams.
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