TEAM ASSOCIATED

Driver:

Track/City: Ultra Racing - Cincinnati, OH

SETUP SHEET for the
Team Associated TC3

Event: Date:

FRONT SUSPENSION FRONT SHOCKS
CASTER [Jo° [J2° [E]4° ANTI-ROLL BAR:[JNone Size:__8 BopY Cdcomp. [FAlum.

Fill in holes used

1
1
1
1
1
1
Kickup [Eoe 20 [J-2¢ i ACKERMANN SETTING SHAFT CIstd [Jother. ! Used front
' Estd Cother: Tamiya TRF Shocks 1 tower
TOE-IN__" ° TOE-OUT 8 1 Ball end: 1
e 4 Spacer: LIMITERS: )
CAMBER _2_ ! BUMP : N _ Inside:______ ]
1 STEER 1 \T T Outside: !
RIDE HEIGHT ! ' . 3 :
% | ' e : i 3 | DROOP GAUGE #:_' '  Used rear tower
)| P : ' } ) PISTON #:_L_ i on the front
—% ' = =l OIL _70_wt. :
Amm : /} : Yall : N
: - SPRING: Yellow ' © 06
REAR SUSPENSION | REAR SHOCKS '
- 1
ANTI-SQUATEe® [J2° RIDE HEIGHT BoDY Clcomp. [EHAlum. ! SHOCK MOUNT &
- CAMBER LINK
ANTI-ROLL BAR: [£]None Size: 4mnm sHAFT Clstd Elother. & Fill in holes used
Tarmiya TRF Shocks 1
ToE-IN (3 Flother:_2__ CAMBER: _2_° -
____________________________________________________ LIMITERS: :
WHEELBASE e des :
_ 1 Outside: '
1
ARISETEIRNT l ‘ DROOP GAUGE #: 1 :
-
1
1
1
1

PISTON #:_2_
Eshort |:|Med|um I:ILong OIL 2% _wt.

. - SPRING:_Copper ©1 @0
FRONT TIRES: 2.28" Compound: Flaid Insert: Wheel ;_28mm
REAR TIRES: 228 Compound: Purple Insert: Wheel ;_28mm
BATTERY PLACEMENT: [IBack [EFront [Jother: BATTERY TYPE: GP3300
cHassis: [Elstd [Ccarbon Fiber FRONT/REAR DRIVE: [Estd [Jone-way SPUR/PINION: _% T/ T
MOTOR :_Putnam 2 Mag Binary BRUSH: Putnam Green+/Blue- SPRING: Purple+/Purple-
RADIO: Futaba 3pk SERVO: K02144 ESC; Huanium Somp:
BODY: LosiAlpha WING: Std. :
TIRE ADDITIVE:_Paragon To Orange Front, Full rear LEAD WEIGHTS: _____ (0oz / gm) Location:
[CINone [CInone
SURFACE: [EIsmooth [IBumpy MAIN:_ ___. FINISH:_ - .. QUALIFYING POS.:___ _.

TRACTION:JLow [Med. [EJHigh

COMPOSITION:

Cconcrete [Jasphalt [F]carpet [Jother:

NOTES
NOTES: 080 spacer under shock tower, Losi Front Hub Carriers and hubs CAR COMMENTS

NOTES « Protoform Caddie body worked real well. If using AE shocks use #3 pistons with the same oil

Front arm meount mounted in rear spaced up .030




